PYQSide.com

JEE Main Electromagnetic Induction — PYQs

BryQ

PYQSide.com — free PYQs with solutions

Powered by I}Pl‘epBuhn}S

JEE MAIN ELECTROMAGNETIC INDUCTION — PYQS

Max. Marks: 176

Questions: 44

Q1

Q.2

Q.3

Q4

Section A (MCQ) — 25 questions

A 30 cm long solenoid has 10 turns per cm and area
of 5 cm? The current through the solenoid coil
varies from 2 A to 4 A in 3.14 s. The e.m.f. induced
in the coil is a x 107° V. The value a is

(1) 60 (2) 12

(3)120  (4)34

An inductor of inductance 10 mH having resistance
of 100 Q is connected to battery of E.M.F. 1.0 V
through a switch as shown in the figure below. After
switch is closed, the ratio of instantaneous voltages
across the inductor when the current passing
through it is 2 mA and 4 mA is .

— M —

(1) 4/3 (2) 3/4 (3)5/3 (4) 3/5

A square loop of side 2 c¢cm is placed in a time

varying magnetic field with magnitude as

B =0.4sin(300t) Tesla. The normal to the plane of

loop makes an angle of 60° with the field. The

maximum induced emf produced in the loop is
mV.

(1) 12 (2) 18 (3) 21 (4) 24

A metal rod of length L rotates about one end at
origin with a uniform angular velocity ®. The
magnetic field radially falls off as B(r) = Boe ™; A
being a positive constant. The emf induced
(neglecting the centripetal force on electrons in the
rod) is :

1 _ 1 L
) Boolz-e (555

Q.5

Q.6

Q.7

4 _ 1 2L
® Buol5z-e 2 (55+5)|

When a coil is placed in a time dependent magnetic
field the power dissipated in it is P. The number of
turns, area of the coil and radius of the coil wire are
N, A and r respectively. For a second coil number of
turns, area of the coil and radius of the coil wire are
2N, 2A and 3r respectively. When the first coil is
replaced with second coil the power dissipated in it

is \/E aP. The value of a is .

(2) 1281/2

(4) 64

(1) 36
(3) 16

A circular current loop of radius R is placed inside
square loop of side length L (L >>R) such that they
are co-planar and their centers coincide. The
permeability of free space is ;. The mutual
inductance between circular loop and square loop is

LZ
@ V2

RZ
(4) 2¢/25

X
(1) 2v/25 -

R2
(3) V2H—

A 20 m long uniform copper wire held horizontally
is allowed to fall under the gravity (g = 10 m/s?)
through a uniform horizontal magnetic field of 0.5
Gauss perpendicular to the length of the wire. The
induced EMF across the wire when it travels a

vertical distance of 200 m is mV.

(1) 2004/10 (2) 0.2¢/10
(3) 204/10 ) 2y/10
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Q.8

Q.9

Q.10

Q.11

A circular loop of radius 7 cm is placed in uniform
magnetic field of 0.2 T directed perpendicular to
plane of loop. The loop is converted into a square

loop in 0.5 s . The EMF induced in the loop is
mV.
(1) 13.2 (2) 6.6 (3)1.32 (4) 8.25
Ok
ot}

Suppose a long solenoid of 100 cm length, radius 2
cm having 500 turns per unit length, carries a
current [=10sin(wt) A, where ® = 1000 rad/s. A
circular conducting loop (B) of radius 1 cm
coaxially slid through the solenoid at a speed
v = 1 cm/s. The r.m.s. current through the loop
when the coil B is inserted 10 cm inside the solenoid
o

\/E

[Resistance of the loop = 10 Q]

is pA. The value of a is

(1) 80 (2)280  (3)100  (4) 197

=

XPQY is a vertical smooth long loop having a total
resistance R where PX is parallel to QY and
separation between them is 1. A constant magnetic
field B perpendicular to the plane of the loop exists
in the entire space. A rod CD of length L(L > 1) and
mass m is made to slide down from rest under the
gravity as shown in figure. The terminal speed
acquired by the rod is m/s. (g = acceleration
due to gravity)

R
P ANV Q
L
€ mmmmmmm oo -->
C v D
€ -————-- | - >
L) o
X Y
mgR 2mgR 2mgR 8mgR
(1) B212 (2) BZLZ (3) B212 (4) B212

Three identical coils C;, C, and C; are closely
placed such that they share a common axis. C, is
exactly midway. C; current I in
anti-clockwise direction while C; carries current I in
clockwise direction. An induced current flows
through C, will be in clockwise direction when

carries

Q.12

Q.13

Q.14

(1) C; and C3 move with equal speeds away from
Gy

(2) C; moves towards C, and C; moves away from
G

(3) C; and C; move with equal speeds towards C,

(4) C; moves away from C, and C; moves towards
G

Figure shows the circuit that contains three
resistances (9 Q each) and two inductors (4 mH
each). The reading of ammeter at the moment
switch K is turned ON, is A.

®

OV —

4 mH

4 mH

L«

(N2 2)3 31 (4) zero

EfsAE

Pk

EI- I
A conducting circular loop of area 1.0 m? is placed
perpendicular to a magnetic field which varies as
B =sin(100t) Tesla. If the resistance of the loop is
100 Q, then the average thermal energy dissipated
in the loop in one period is J.

(1) (2)2 3)m

A 1 m long metal rod AB completes the circuit as
shown in figure. The area of circuit is perpendicular
to the magnetic field of 0.10 T. If the resistance of
the total circuit is 2 Q then the force needed to move
the rod towards right with constant speed (v) of
1.5 m/s is N.

A
® | ® ®
29%@@7 ®
® ®| ® ®

B
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(1) 5.7 x 1072 (2 7.5x1073 B. Self-inductance does not depend on the
(3)5.7 x 1073 (4)7.5 x 1072 permeability of the medium.

C. Self-induced e.m.f. opposes any change in the
s current in a circuit.
o D. Self-inductance is electromagnetic analogue of

Q.15 A solenoid having area A and length 'T' is filled with mass in mechanics.

Q.16

Q.17

Q.18

Q.19

a material having relative permeability 2. The
magnetic energy stored in the solenoid is :

B?Al

B2Al
3
&)

B2Al
2
@ 20

(M m

(4) B2Al

A coil of area A and N turns is rotating with angular
velocity o in a uniform magnetic field B about an
axis perpendicular to B. Magnetic flux ¢ and
induced emf € across it, at an instant when B is
parallel to the plane of coil, are :

(1) 9= AB, e = NABw
B)p=0,e=0

2)9=AB,e=0
4)p=0,e=NABo
e

Consider I; and I, are the currents flowing
simultaneously in two nearby coils 1 & 2,
respectively. If L; = self inductance of coil 1, M, =
mutual inductance of coil 1 with respect to coil 2,
then the value of induced emf in coil 1 will be :

1) e = —L1@ - M12ﬁ

dt dt
(2) e = —Ll% + Mlz%
(3) e = _Ll% - M12%
(4) e = _Ll% - M12%

A uniform magnetic field of 04 T acts
perpendicular to a circular copper disc 20 cm in
radius. The disc is having a uniform angular
velocity of 10m rad s about an axis through its
centre and perpendicular to the disc. What is the
potential difference developed between the axis of
the disc and the rim? (m = 3.14)

(1) 0.5024 V
(3)0.2512 V

(2) 0.0628 V
(4)0.1256 V

Regarding self-inductance:
A. The self-inductance of the coil depends on its
geometry.

Q.20

Q.21

E. Work needs to be done against self-induced
e.m.f. in establishing the current.

Choose the correct answer from the options given

below:

(1) A, B, C,E only
(3) A, C, D, E only

(2) A, B, C, D only
(4) B, C, D, E only

A rectangular metallic loop is moving out of a
uniform magnetic field region to a field free region
with a constant speed. When the loop is partially
inside the magnetic field, the plot of magnitude of
induced emf (g) with time (t) is given by

@ °© ¢
— —
@) ° @ °
t t

A square loop of side 15 cm is being moved towards
right at a constant speed of 2 cm/s as shown in
figure. The front edge enters the 50 cm wide
magnetic field at t = 0. The value of induced emf in
the loop at t = 10 s will be :

B=1.0T
2 cm/s x x x x
_—
X X X X
15crnI

X X X X

X X X X

| |

[ |

50 cm

(1)zero  (2)45mV (3)03mV (4)3 mV
-
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. . L,
Q.22 1In a coil, the current changes from —2 A to +2 A in
0.2 s and induces an emf of 0.1 V. The self Ly
inductance of the coil is : ——(1MM—
(M4mH (2)25mH (3)1mH Ls

Q.23

Q.24

Q.25

Q.26

(4) 5 mH

Two conducting circular loops A and B are placed
in the same plane with their centres coinciding as
shown in figure. The mutual inductance between
them is:

Ho b2 Horta?
@ o2 T
Horth? Ho a
®) 2a @) 2 b
EE
Elh. .

A coil is placed perpendicular to a magnetic field of
5000 T. When the field is changed to 3000 T in 2 s,
an induced emf of 22 V is produced in the coil. If
the diameter of the coil is 0.02 m, then the number
of turns in the coil is:

(1) 35 (2) 70

(3)7 (4) 140

A rectangular loop of length 2.5 m and width 2 m is
placed at 60° to a magnetic field of 4 T. The loop is
removed from the field in 10 sec. The average emf
induced in the loop during this time is

-2V  @2)+2V

BG)+1V @) -1V

EIRAE

ot

Section B (Numerical) — 19 questions

In the given circuit below inductance values of L,
L, and Lj are same. The magnetic energy stored in
the entire circuit is (U;) and that stored in the L,
inductor is (U)). U/U; is

(Ignore the mutual inductance if any)

Q.27

Q.28

Q.29

Q.30

A circular loop of radius 20 cm and resistance 2 Q is
placed in a time varying magnetic field
B= (2t2+2t+3) T. At t = 0, for the plane of the loop
being perpendicular to the magnetic field and, the

induced current in the loop at t = 3 s is % A. The

value of a is
(Take = 22/7)

A simple pendulum made of mass 10 g and a
metallic wire of length 10 cm is suspended
vertically in a uniform magnetic field of 2 T. The
magnetic field direction is perpendicular to the
plane of oscillations of the pendulum. If the
pendulum is released from an angle of 60° with
vertical, then maximum induced EMF between the
point of suspension and point of oscillation is
mV. (Take g = 10 m/s?)

Inductance of a coil with 10* turns per metre is
10 mH and it is connected to a dc source of 10 V
with internal resistance of 10 Q. The energy density

. . 1 .
in the inductor when the current reaches (E) of its

. . 1 .
maximum value is antx — J/m3. The value of o is
e

(1o = 4m x 107 T m/A).

A conducting circular loop is rotated about its
diameter at a constant angular speed of 100 rad/s in
a magnetic field of 0.5 T perpendicular to the axis of
rotation. When the loop is rotated by 30° from the
horizontal position, the induced EMF is 15.4 mV.
The radius of the loop is mm.

22
(Take m= KA )
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Q.31

Q.32

Q.33

Conductor wire ABCDE with each arm 10 cm in

V2
perpendicular to its plane. When conductor is pulled
towards right with constant velocity of 10 cm/s,
induced emf between points A and E is mV.

length is placed in magnetic field of Tesla,

10 cm

B
X X

X/ X

XWX

X X

N\

X X X X X

A conducting bar moves on two conducting rails as
shown in the figure. A constant magnetic field B
exists into the page. The bar starts to move from the
vertex at time t = 0 with a constant velocity. If the
induced EMF is Ext", then value of n is

12V —

A
R

In the given circuit the sliding contact is pulled

outwards such that electric current in the circuit

changes at the rate of 8 A/s. At an instant when R is

12 Q, the value of the current in the circuit will be

A.
ElyiSpE
%
O

Q.34

Q.35

Q.36

Q.37

A square loop PQRS having 10 turns, area
3.6 x 103 m? and resistance 100 Q is slowly and
uniformly being pulled out of a uniform magnetic
field of magnitude B = 0.5 T as shown. Work done
in pulling the loop out of the field in 1.0 s is

x 10767

X X X X
p Q
X X X X
<« X X X X
A
X X X X
S R
X X X X

The current in an inductor is given by I = (3t + 8)
where t is in second. The magnitude of induced emf
produced in the inductor is 12 mV. The
self-inductance of the inductor mH.

A rod of length 60 cm rotates with a uniform
angular velocity 20 rad s™! about its perpendicular
bisector, in a uniform magnetic field 0.5 T. The
direction of magnetic field is parallel to the axis of
rotation. The potential difference between the two
ends of the rod is V.

A rectangular loop of sides 12 cm and 5 cm, with its
sides parallel to the x-axis and y-axis respectively,
moves with a velocity of 5 cm/s in the positive x
axis direction, in a space containing a variable
magnetic field in the positive z direction. The field
has a gradient of 10 T/cm along the negative x
direction and it is decreasing with time at the rate of
1073 T/s. If the resistance of the loop is 6 mQ, the
power dissipated by the loop as heat is

x 1079 W.

P-5
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Q.38

Q.39

Q.40

Q.41

Q.42

Q.43

A coil of 200 turns and area 0.20 m? is rotated at
half a revolution per second and is placed in
uniform magnetic field of 0.01 T perpendicular to
axis of rotation of the coil. The maximum voltage

generated in the coil is Z—BT[ volt. The value of f is

A small square loop of wire of side 1 is placed inside
a large square loop of wire of side L (L.=12). The
loops are coplanar and their centers coincide. The
value of the mutual inductance of the system is

\/;X 1077 H, where x =

The magnetic flux ¢ (in weber) linked with a closed
circuit of resistance 8 Q varies with time (in
seconds) as ¢ = 5t — 36t + 1. The induced current in
the circuit at t =2 s is A.

EsE

[Gfize-

A ceiling fan having 3 blades of length 80 cm each
is rotating with an angular velocity of 1200 rpm.
The magnetic field of earth in that region is 0.5 G
and angle of dip is 30°. The emf induced across the
blades is Nmt x 10™° V. The value of N is

A square loop of side 10 cm and resistance 0.7 Q is
placed vertically in east-west plane. A uniform
magnetic field of 0.20 T is set up across the plane in
north east direction. The magnetic field is decreased
to zero in 1 s at a steady rate. Then, magnitude of

induced emf is \/; x1073 V. The value of x is

A horizontal straight wire 5 m long extending from

east to west is falling freely at right angle to

horizontal component of earth's magnetic field

0.60 x 10 Wbm™2. The instantaneous value of emf

induced in the wire when its velocity is 10 ms™ is
x 1073 V.

Q.44

Two coils have mutual inductance 0.002 H. The
current changes in the first coil according to the
relation i=ipsinwt, where iy = 5 A and ® = 50n
rad/s. The maximum value of emf in the second coil

is g V. The value of a is

ANSWER KEY

Section A (MCQ) — 25 questions
Ques. | 1 2 3 4 5 6 7 8 9 | 10 | 11
Ans. 2 1 4 1 1 4 3 3 4 1 2
Ques. | 12 |13 | 14 | 15|16 | 17 | 18 | 19 | 20 | 21 | 22
Ans. 3 3 2 1 4 4 3 3 2 1 4
Ques. | 23 | 24 | 25
Ans. 2 2 3

Section B (Numerical) — 19 questions
Ques. 26 27 28 29 30 31 32
Ans. 6 44 100 20 14 10 1
Ques. 33 34 35 36 37 38 39
Ans. 3 3 4 0 216 5 128
Ques. 40 41 42 43 44
Ans. 2 32 2 3 2
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